SECTION TY|

MODEL #:
[] 3717 [] 3718

VINYL TOP SEAL:
[] YES (OPTION)

[] ~no

FOAM TAPE THERMAL

POLYURETHANE INSU
R=16.2; U=.18

PE:

TONGUE & GROOVE

STEEL BALL
BEARING ROLLER:

BREAK:
LATION

END STILES: (PRE-PAINTED)

SKIN MATERIAL:

27 GA. PRE-PAINTED FLUSH

27 GA. PRE-PAINTED WHITE
EMBOSS: STUCCO

SEE TABLE #4

] NONE

[] 214" sTRUT
[] 3"sTRUT

/ REINFORCING STRUTS:

[] 4" c-CHANNEL

: \ AIRCRAFT CABLE:

7:1 SAFETY FACTOR

. /_ BOTTOM ASTRAGAL:
' [] 31/2" (STANDARD)

[] 7" (OPTIONAL)

13/4"

18 GA. SINGLE END STILES
(THRU 142" WIDE)

|:| 16 GA. DOUBLE END STILES
(OVER 142" WIDE)

EXTERIOR MINOR RIBS (3717)

27 GA. PRE-PAINTED INTERIOR FLUSH (3717)
INTERIOR MINOR RIBS _—

FULL-VISION SECTIONS:
THRU 202" WIDE

1/8" DSB

1/8" PLEXIGLASS

1/8" TEMPERED

1/4" POLYCARBONATE
1/4" TEMPERED

1/2" INSULATED TEMP
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— po ] wHITE
§ ] BROWN
Al il ik : ] TRINAR BEIGE
. . TRINAR WHITE
! M M LOCK: D
VP [] #2END STILE
SECTION ':1 (] #7 CYLINDER LOCK -
NOT AVAILABLE IN
AT m il I FULL VISION SECTION
M [] NoNE
{%} BACKUP PLATES:
TYP. | 19 GA. PRIMED @/Z/ | EXHAUST PORT:
PANEL — =
| E ] rRiGHT [ 4"
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L1 | L [] ceNTER
BOTTOM BRACKET: l sTep L] NONE
12 GA. MIN. ST
DOOR WIDTH
FULL-VISION SEC
/ / LAZING OPTIONS: WINDOW SIZE
f & G OPTIONS AVAILABILITY:
\\ \ \ \\\ [] SOLID-NO GLAZING SEE TABLE #3
\\\ \ [[] 1/2" INSULATED [] 24"xs"
\\ WINDOW FRAME CONSISTS OF O 172" INsuLATED (] 24" x 12"

OoOooOoOdn

1/2" INSULATED

X *WHITE, BROWN \
AND CLEAR ONLY

NOTE; FULL-VISION SECTION AVAILABLE
FOR ALL SECTION EXCEPT BOTTOM

AN EXTERIOR FRAME AND AN
INTERIOR RETAINER, MADE OF
POLYPROPYLENE

TEMPERED

MODEL #:

|QTY:

# OF SECTIONS HIGH

DOOR WIDTH:

(SEE TABLE #1)

SECTIONS TO GLAZE:
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BUILDING PRODUCTS  |ARCH:
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DOOR HEIGHT:

# OF PANELS WIDE
(SEE TABLE #2)

PANELS TO GLAZE:
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MODEL #'S 3717, 3718

TABLE #1
TABLE #2 TABLE #3
SECTION CHART
PANEL CHART LITE AVAILABILITY CHART
DOOR HEIGHT | op Setaoms DOORWIDTH | oN BABER WINDOW SIZE
60" 3 70" - 92 2 DOOR WIDTH 24" X 8" 24" X 12"
63" - 80" 4 94" - 132" 3 70"- 92 2 2
83" - 100" S 134" - 162" 4 94" 132" 3 3
103" - 120" 6 164" - 202" 5 134" - 162" 4 4
123"~ 140° ! 204" - 242" 6 164" - 202" 5 5
143" - 160" 8 244" - 262" 7 204" - 242" 6 6
163" - 180" ° 264" - 316" 8 244" - 262" 7 7
183" - 200" 10 318" - 322" 10
20'3" - 22'0" 11
223" - 240" 12 NOTE: DOOR WIDTH IS AVAILABLE
24'3" - 26'0" 13 IN 2" INCREMENTS
NOTE: DOOR HEIGHT IS AVAILABLE
IN 3" INCREMENTS #4
TABLE
REINFORCEMENT CHART
DOOR HEIGHT
DOOR WIDTH UPto 8 8'3"to 10'3" 10'3" to 14' 14'3" to 18' 18'3" to 22' 22'3" to 26'

UP TO12'2" NONE NONE NONE NONE NONE NONE

12'4"- 14'2" (1) 2-1/4" Struts per Door |(1) 2-1/4" Struts per Door |(1) 2-1/4" Struts per Door |(1) 2-1/4" Struts per Door |(1) 2-1/4" Struts per Door (1) 2-1/4" Struts per Door

14'4"- 162" (1) 2-1/4" Struts per Door  |(1) 2-1/4" Strut per sec (1) 2-1/4" Strut per sec (1) 2-1/4" Strut per sec (1) 2-1/4" Strut per sec w/(2) on bottom sec| (1) 2-1/4" Strut per sec w/(2) on bottom sec

16'4"- 18'2" (1) 3" Strut per sec (1) 3" Strut per sec (1) 3" Strut per sec (1) 3" Strut per sec (1) 3" Strut per sec w/(2) on bottom sec (1) 3" Strut per sec w/(2) on bottom sec

18'4"- 222" (1) 3" Strut per sec (1) 3" Strut per sec (1) 3" Strut per sec (1) 3" Strut per sec (1) 3" Strut per sec w/(2) on bottom sec (1) 3" Strut per sec w/(2) on bottom sec

22'4"- 26'2" (1) 4" CC per sec (1) 4" CC per sec (1) 4" CC per sec (1) 4" CC per sec (1) 4" CC per sec (1) 4" CC per sec

26'4"- 32'2" (1) 6" CC per sec (1) 6" CC per sec (1) 6" CC per sec (1) 6" CC per sec (1) 6" CC per sec (1) 6" CC per sec

e Clopay

*FOR FULL VISION REINFORCEMENT SEE MODEL 903

BUILDING PRODUCTS

COMPANY

* CC = C-CHANNEL




